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CP-4T 

© 2014 Klipsch Group, Inc.

A wholly-owned subsidiary of 
VOXX International Corporation

COMPACT, HIGH PERFORMANCE INDOOR/OUTDOOR 

70/100 VOLT LOUDSPEAKER                            

The Klipsch Compact Performance CP-4T with its smaller, aesthetic 

design is the perfect distributed sound solution when high-value 

and high-performance are top priorities. It is a versatile 70/100 

Volt distributed audio solution whether operation is indoors or 

out.  The proprietary Tractrix® Horn provides high efficiency that 

reproduces sound with unmatched low-distortion clarity and detail. 

The conical-shaped, long-throw woofer is designed for minimal 

cone breakup for more accurate low frequency response and is 

reinforced with dual, front-firing ports in a bass-reflex design for 

maximum bass output wherever the speaker is located. Traditional 

Klipsch efficiency provides maximum output with its single, built-in 

5-watt tap setting.

EASY INSTALLATION WITH A REFINED LOOK

The CP-4T, offered in a paintable Black or White cabinet with 

matching grille, has the ability to be tightly mounted into a wall-

to-wall or wall-to-ceiling corner with its V-shaped rear profile. The 

solid, reinforced cabinet has an appealing look from all angles with 

the included bracket an integral part of the design. The unique 

front-attachment of the bracket combined with front baffle speaker 

terminals assures a safe, easy, one-screwdriver installation. Tool-

free 15° increment angle adjustment makes positioning a breeze. 

If needed, the CP-4T is provided with dual 1/4”, 20 thread, rear-

positioned inserts for utilization of a third party bracket for special 

applications such as pole-mounting and/or a safety cable attachment.

OUTPUT THAT OUTPACES ITS DIMINUTIVE SIZE                                             

The CP-4T’s high efficiency provides sound reproduction at even 

foreground music levels with its built-in 5 watt tap setting.  The 90° 

x 90° horn dispersion pattern assures wide, even coverage in either 

a horizontal or vertical position. 

klipsch.com/pro

SPECIFICATIONS

FREQUENCY RESPONSE1 100Hz-22kHz +/- 3dB

POWER HANDLING2 5 watt fixed @ 70V/10 watt fixed @ 100V

MAXIMUM CONTINUOUS OUTPUT3 94 dB @ 70V/97 dB @ 100V 

SENSITIVITY4 91 dB

NOMIMAL IMPEDANCE N/A

TWEETER .75" (1.9cm) aluminum dome tweeter

HIGH FREQUENCY HORN 90° x 90° Tractrix® Horn

WOOFER 3.5" (8.9cm) long-throw IMG woofer

CROSSOVER FREQUENCY 3.2kHz 12dB octave

ENCLOSURE TYPE Bass-reflex via dual front-firing ports

ENCLOSURE MATERIAL Anti-resonant, mineral-filled PPC; 

paintable, weather resistant

GRILLE Powder-coated aluminum w/rotatable logo

TERMINALS Front baffle mounted accessed via rear pull-through

SPEAKER WEIGHT 4.8 lbs. (2.2kg)

SPEAKER DIMENSIONS 8.8"(22.4cm) H x 5.5"(14.0cm) W x 4.7"(11.9cm) D

SPEAKER DIMENSIONS W/WALL MOUNT 8.8"(22.4cm) H x 5.5"(14.0cm) W x 5.5"(14.0cm) D

OTHER MOUNTING OPTIONS 1/4", 20-thread inserts on cabinet rear

FINISHES White/Black enclosure and grille

WIRE GAUGE ACCOMMODATED up to 16AWG

SOLD AS Speaker pairs

INCLUDED IN CARTON Speakers (x2), Grilles (x2), Brackets (x2), Manual, 

Mounting Template, Bracket Retaining Screws (x4), 

Safety Instructions, Grille Removal Tool

CARTON DIMENSIONS 12.6"(320mm) H x 17.3"(440mm) W x 9"(230mm) D

TOTAL CARTON WEIGHT 10.8 lbs.(4.9kg)

ITEM NUMBER 1060386 (white), 1016296 (black)

UPC 743878027020 (white), 743878025972 (black)

BUILT FROM 2014

1  3M anechoic
2 IEC 268-5 filtered pink noise with 6dB crest factor
3  Calculated at 1M at power handling power input
4  SPL at 1M, anechoic with 2.83V input

Ruby2
Машинописный текст

Ruby2
Машинописный текст

Ruby2
Машинописный текст
$180



CP-4T

TOOLS NEEDED FOR CP-4T WALL-MOUNT INSTALLATION:
a) Level
b) One pencil
c) 1 Philips #2 screwdriver OR One Power Drill with A LOW TORQUE SETTING and a Philips #2 

screwdriver bit
d) Four #10 or #12, 2.5-3” (4-5cm) Pan head Screws (Two for each speaker bracket) for mounting 

into wall stud OR Four minimum 10 lb. (5kg) Wall Anchors if stud-mounting is unavailable

TIPS ON DESIGNING/INSTALLING A 70/100 VOLT AUDIO DISTRIBUTION SYSTEM WITH KLIPSCH CP-4T SPEAKERS:
Using a quality SPL meter, first determine the ambient noise level of the business you are designing a system for. Then determine the area(s) the customer wants to cover and 
if they desire a Background or Foreground music system for their particular business.

Ambient Noise Levels: Measure at peak business hours to determine highest level
Background Music Levels: Usually 3-6 decibels (dB’s) above the ambient noise level in an area
Foreground Music levels: 10+ dB’s above the ambient noise level (used in high-energy environments)

When determining speaker heights to mount over a given area, note the Inverse Square Law for sound and the fact that when placing a speaker in a corner 3 dB additional 
output (+3dB) is obtained. In an area people are seated calculate coverage to 3.5 ft. (1m) from floor, in an area people stand 5 ft. (1.5m) from floor 

Space speakers on wall all at the same height aimed down toward 
listening area. Space according to coverage pattern (90°). Stagger 
opposing speakers if within 30 ft. (9m) on opposite wall. Closer 
spacing produces most even coverage. Avoid obstacles in front of 
speakers For more reverberant rooms mount speakers lower at 
8-12 ft. (2.4-3.7m) from floor.

5.5”
(14.0cm)
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5.5”
(14.0cm)
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(11.9cm)

+3 dB SPL and 
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Y

Z

12 FT 
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INVERSE SQUARE LAW

For every doubling of distance from a 
speaker Sound Pressure Level (SPL) is 
reduced by 6dB (-6dB)

+3 dB SPL and 
ADDED BASS

<=30 FT 
(9M)

+3 dB SPL and 
ADDED BASS

+3 dB SPL and 
ADDED BASS

X

Y

Z

12 FT 
(3.7M)

EXAMPLE: Speaker in Corner (+3dB)
CP-4T Sensitivity: 91 dB@1 watt, 1 meter
TAP: 5 watts
X (1m) = 100 dB
Y (2m) = 94 dB
Z (4m) = 88 dB

EXAMPLE: Speaker on Wall
CP-4T Sensitivity: 91 dB@1 watt, 1 meter
TAP: 5 watts
X (1m) = 97 dB
Y (2m) = 91 dB
Z (4m) = 85 dB

SPEAKER IN WALL/CEILING OR WALL/WALL

+3 dB SPL and 
ADDED BASS

<=30 FT 
(9M)

+3 dB SPL and 
ADDED BASS

+3 dB SPL and 
ADDED BASS

X

Y

Z

12 FT 
(3.7M)

_

7.5 Watts

+

7.5 Watts 7.5 Watts 7.5 Watts

_ + _ + _ + _ +

_ + _ + _ + _ +

7.5 Watts 7.5 Watts 7.5 Watts 7.5 Watts

Parallel Wiring
70/100 Volt

Line Distribution Amp

Choose a 70/100 Volt Line Distribution Amplifier based on 
total wattage needed to power amount of speakers PLUS, we 
recommend, 50% additional power to cover additional dynamic 
headroom/future expansion. Wire all speakers in parallel.

Example: Eight CP-4T speakers tapped at 5 watts each = 
8 x 5 = 40 watts + additional 50% wattage = 60 watt amplifier



CP-6T 

© 2014 Klipsch Group, Inc.

A wholly-owned subsidiary of 
VOXX International Corporation

COMPACT, HIGH PERFORMANCE INDOOR/OUTDOOR 
70/100 VOLT LOUDSPEAKER                            

The Klipsch Compact Performance CP-6T cabinet speaker, with 

its weather-resistant design combined with its small stature, 

is the perfect 70/100 Volt distributed audio solution for retail, 

hospitality, restaurants and bars, whether operation is indoors 

or out.  The proprietary Tractrix® Horn assures a highly efficient 

design that reproduces sound with unmatched low-distortion 

clarity and detail at both foreground and background volume levels. 

The conical-shaped, long-throw woofer is designed for minimal 

cone breakup for more accurate low frequency response and is 

reinforced with dual, front-firing ports in a bass-reflex design for 

maximum bass output wherever the speaker is located. The 90° x 

90° horn dispersion assures wide, even coverage pattern in either 

a horizontal or vertical position. Traditional Klipsch efficiency 

provides maximum output with minimum wattage.

FAST, EASY INSTALLATION WITH A REFINED LOOK
The CP-6T makes a highly aesthetic statement, designed to have 

an appealing look from all angles with its integrated bracket and 

its ability to be tightly mounted into a wall-to-wall or wall-to-

ceiling corner due to its V-shaped rear profile. The front bracket 

attachment combined with front baffle speaker terminals assures 

a safe, easy, one-screwdriver installation. Tool-free 15° increment 

angle adjustment makes positioning a breeze. Tap settings are 

also conveniently front-baffle placed for quick access.  If needed, 

the CP-6T is provided with dual 1/4”, 20 thread, rear-positioned 

inserts for utilization of a third party bracket and/or a safety cable 

attachment. The CP-6T is offered in a paintable Black or White 

cabinet with matching grille.

OUTPUT THAT OUTPACES ITS DIMINUTIVE SIZE                                                 
With high sensitivity combined with multiple tap settings, the CP-6T 

is the perfect choice for numerous commercial applications of 

varying sizes. Its 8 ohm bypass allows quick adaptability for venues 

that specify separate 70/100 Volt and low impedance zones in the 

same system. Available in a paintable Black or White cabinet.

klipsch.com/pro

SPECIFICATIONS

FREQUENCY RESPONSE1 83Hz-22kHz +/- 3dB

POWER HANDLING2 75 w (300 peak) (8 ohm bypass)

MAX CONTINUOUS OUTPUT3

30 watt Tap

15 watt Tap

7v Tap

3.75 watt Tap

111 dB (8 ohm bypass)

105 dB 70 V/108 dB 100V

102 dB 70 V/105 dB 100V

99 dB 70 V/102 dB 100V

96 dB 70V/99 dB 100V

SENSITIVITY4 94 dB

NOMINAL IMPEDANCE 8 ohm (8 ohm bypass)

TWEETER .75" (1.9cm) aluminum dome tweeter

HIGH FREQUENCY HORN 90° x 90° Tractrix® Horn

WOOFER 5.25" (13.3cm) long-throw IMG woofer

CROSSOVER FREQUENCY 3kHz 12dB octave

ENCLOSURE TYPE Bass-reflex via dual front-firing ports

ENCLOSURE MATERIAL Anti-resonant, mineral-filled PPC; 

paintable, weather resistant

GRILLE Powder-coated aluminum w/rotatable logo

TERMINALS Front baffle mounted accessed via rear pull-through

SPEAKER WEIGHT 6.85 lbs (3.1 kg)

SPEAKER DIMENSIONS 11.0"(27.9cm) H x 7.0"(17.8cm) W x 6.1"(15.5cm) D

SPEAKER DIMENSIONS W/ WALL MOUNT 11.0"(27.9cm) H x 7.0"(17.8cm) W x 6.9"(17.5cm) D

OTHER MOUNTING OPTIONS 1/4", 20-thread inserts on cabinet rear

FINISHES White/Black enclosure and grille

WIRE GAUGE ACCOMMODATED up to 16AWG

SOLD AS Speaker pairs

INCLUDED IN CARTON Speakers (x2), Grilles (x2), Brackets (x2), Manual,

Mounting Template, Bracket Retaining Screws (x4),

Safety Instructions, Grille Removal Tool

CARTON DIMENSIONS 15"(380mm) H x 19.5"(496mm) W x 10.6"(268mm) D

TOTAL CARTON WEIGHT 17.19 lbs.(7.8kg)

ITEM NUMBER 1060388 (white), 1016298 (black)

UPC 743878027044 (white), 743878025996 (black)

BUILT FROM 2014

1  3M anechoic
2 IEC 268-5 filtered pink noise with 6dB crest factor
3  Calculated at 1M at power handling power input
4  SPL at 1M, anechoic with 2.83V input

Ruby2
Машинописный текст

Ruby2
Машинописный текст
$255



CP-6T

TOOLS NEEDED FOR CP-6T WALL-MOUNT INSTALLATION:
a) Level
b) One pencil
c) 1 Philips #2 screwdriver OR One Power Drill with A LOW TORQUE SETTING and a  

Philips #2 screwdriver bit
d) Four #10 or #12, 2.5-3” (4-5cm) Pan head Screws (Two for each speaker bracket) for mounting 

into wall stud OR Four minimum 10 lb. (5kg) Wall Anchors if stud-mounting is unavailable

TIPS ON DESIGNING/INSTALLING A 70/100 VOLT AUDIO DISTRIBUTION SYSTEM WITH KLIPSCH CP-6T SPEAKERS:
Using a quality SPL meter, first determine the ambient noise level of the business you are designing a system for. Then determine the area(s) the customer wants to cover and 
if they desire a Background or Foreground music system for their particular business.

Ambient Noise Levels: Measure at peak business hours to determine highest level
Background Music Levels: Usually 3-6 decibels (dB’s) above the ambient noise level in an area
Foreground Music levels: 10+ dB’s above the ambient noise level (used in high-energy environments)

When determining speaker heights to mount over a given area, note the Inverse Square Law for sound and the fact that when placing a speaker in a corner 3 dB additional 
output (+3dB) is obtained. In an area people are seated calculate coverage to 3.5 ft (1m) from floor, in an area people stand 5 ft. (1.5m) from floor 
 

Space speakers on wall all at the same height aimed down toward 
listening area. Space according to coverage pattern (90°). Stagger 
opposing speakers if within 30 ft. (9m) on opposite wall. Closer 
spacing produces most even coverage. Avoid obstacles in front of 
speakers For more reverberant rooms mount speakers lower at 
8-12 ft. (2.4-3.7m) from floor.

7.0”
(17.8cm)

11.0”
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9.4”
(23.9cm)

7.0”
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INVERSE SQUARE LAW

For every doubling of distance from a 
speaker Sound Pressure Level (SPL) is 
reduced by 6dB (-6dB)

+3 dB SPL and 
ADDED BASS

<=30 FT 
(9M)

+3 dB SPL and 
ADDED BASS

+3 dB SPL and 
ADDED BASS

X

Y

Z

12 FT 
(3.7M)

EXAMPLE: Speaker in Corner (+3dB)
CP-4T Sensitivity: 94 dB@1 watt, 1 meter
TAP: 3.75 watts
X (1m) = 103 dB
Y (2m) = 97 dB
Z (4m) = 91 dB

EXAMPLE: Speaker on Wall
CP-4T Sensitivity: 94 dB@1 watt, 1 meter
TAP: 3.75 watts
X (1m) = 100 dB
Y (2m) = 94 dB
Z (4m) = 88 dB

SPEAKER IN WALL/CEILING OR WALL/WALL

+3 dB SPL and 
ADDED BASS

<=30 FT 
(9M)

+3 dB SPL and 
ADDED BASS

+3 dB SPL and 
ADDED BASS

X

Y

Z

12 FT 
(3.7M)

_

7.5 Watts

+

7.5 Watts 7.5 Watts 7.5 Watts

_ + _ + _ + _ +

_ + _ + _ + _ +

7.5 Watts 7.5 Watts 7.5 Watts 7.5 Watts

Parallel Wiring
70/100 Volt

Line Distribution Amp

Choose a 70/100 Volt Line Distribution Amplifier based on total 
wattage needed to power amount of speakers at selected tap settings 
PLUS, we recommend, 50% additional power to cover additional 
dynamic headroom/future expansion. Wire all speakers in parallel.

Example: Eight CP-6T speakers tapped at 7.5 watts each = 
8 x 7.5 = 60 watts + additional 50% wattage = 90 watt amplifier



CA-525T
The compact, full-range 70-volt CA-525T
loudspeaker delivers big time sound and worry free
performances. Designed for distributed audio
applications, this amazing little speaker is equally at
home in outdoor or indoor background music and
paging applications, in both commercial and
recreational environments.

Building on the success of our popular CA-5T
model, the new CA-525T version features
enhanced cosmetics, added mounting flexibility and
even better performance.

For efficiency and reliability, the CA-525T has
been re-voiced and employs a high-power,
extended range low frequency driver. It features a
5.25-inch IMG cone woofer and 1-inch titanium
dome tweeter coupled to a square-mouth 90-
degree by 90-degree Tractrix® Horn, which allows
the speaker to be mounted horizontally or vertically
without affecting the coverage pattern.

Available in black or white, this speaker has a
durable UV-resistant all-weather enclosure that
includes an internal multi-tap transformer with
expanded range and a switchable direct 8-ohm
bypass. The tap settings for the CA-525T at 70V are
30W, 15W, 7.5W, 3.7W and 1.8W. The added
1.8W tap setting offers further placement flexibility.
The settings for 100V are 30W, 15W, 7.5W
and 3.7W.

The included heavy gauge zinc C-bracket provides
added mounting strength. It attaches to the
enclosure’s integral “center-of-gravity balanced”
threaded studs that are positioned inside the
speaker and to the oversized knobs, ensuring
positive position-lock. Connections are provided via
four-position barrier strips. This allows an installer
to use two connectors for inputs and two for pass-
throughs, making it easier to daisy chain. 

The CA-525T’s updated grille design stays securely
fastened and incorporates a new paint formulation
for increased weather resistance and years of
maintenance-free protection regardless of the
climate or environment. The speaker’s improved
input cup allows for easier drainage and the added
3/8”-16 threaded insert for use with optional
mounts offers better placement flexibility. 

5.25" Two-Way All-Purpose Loudspeaker

S P E C I F I C A T I O N S

FREQUENCY RESPONSE1 75-15kHz ± 4dB

POWER HANDLING2 75W (19V)

MAX CONTINUOUS OUTPUT3 110dB

SENSITIVITY (2.83V/1M)4 94dB

HORIZONTAL COVERAGE 80° ± 40 1.6kHz-20kHz

VERTICAL COVERAGE 90° ± 30 1.3kHz-16kHz

DI 6 ± 2.5dB 700Hz-16kHz    

Q 4

NOMINAL IMPEDANCE 8 ohms (4.8 min @245Hz)
CROSSOVER 2.9kHz with 18dB/Octave high-pass

12dB/Octave low-pass
TRANSDUCERS One K-1181-A 5.25" woofer with IMG Cone 

One K-150-A 1" titanium diaphragm 
compression driver

ENCLOSURE TUNING Vented System via front firing ports

ENCLOSURE MATERIAL All-weather ABS plastic, paintable

INPUT CONNECTORS 4 position terminal strip
TRANSFORMER TAPS 70V: 30W, 15W, 7.5W, 3.75W, 1.8W

100V: 30W, 15W, 7.5W, 3.75W
Through Position: 8 ohms

HEIGHT 8.125" (20.64cm)

WIDTH 12" (30.48cm)

DEPTH 8.875" (22.54cm)

WEIGHT 9 lbs. (4.1kg)

n Very high sensitivity and power handling
n Built-in 30-watt, 70V/100V multi-tap transformer with 8-ohm bypass
n Paintable UV-resistant ABS enclosure with rustproof aluminum grille
n 90˚x 90˚ Tractrix Horn tweeter for clean, clear highs
n Supplied with C-style mounting bracket and stainless steel hardware

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2004

1 3M, half space anechoic
2 AES standard, continuous pink noise 50Hz-10Hz, 6dB peaks
3 Calculated at IM at power handling power input
4 SPL at 1M, half-space anechoic with 2.83V input

                      

Ruby2
Машинописный текст
$280



CA-650T
Inside or out, the 70-volt Klipsch CA-650T
compact, full-range loudspeaker delivers superior
sound from a durable and flexible package. Perfect
for foreground or background distributed sound
applications in residential, commercial or
recreational environments, this model provides big
time sound and worry-free performances.

Building on the success of our popular CA-6T
model, the new CA-650T version features
enhanced cosmetics, added mounting flexibility and
even better performance.

For efficiency and reliability, the CA-650T has
been re-voiced and employs a high-power,
extended range low frequency driver. It features a
6.5-inch IMG cone woofer and 1-inch titanium
dome tweeter coupled to a square-mouth 90-
degree by 90-degree Tractrix® Horn, which allows
the speaker to be mounted horizontally or vertically
without affecting the coverage pattern.

Available in black or white, this speaker has a
durable UV-resistant all-weather enclosure that
includes an internal multi-tap transformer with
expanded range and a switchable direct 8-ohm
bypass. The tap settings for the CA-650T at 70V are
60W, 30W, 15W, 7.5W and 3.7W. The added 3.7W
tap setting offers further placement flexibility. The
settings for 100V are 60W, 30W, 15W and 7.5W.

The included heavy gauge zinc C-bracket provides
added mounting strength. It attaches to the
enclosure’s integral “center-of-gravity balanced”
threaded studs that are positioned inside the
speaker and to the oversized knobs, ensuring
positive position-lock. Connections are provided via
four-position barrier strips. This allows an installer
to use two connectors for inputs and two for pass-
throughs, making it easier to daisy chain. 

The CA-650T’s updated grille design stays securely
fastened and incorporates a new paint formulation
for increased weather resistance and years of
maintenance-free protection regardless of the
climate or environment. The speaker’s improved
input cup allows for easier drainage and the added
3/8”-16 threaded insert for use with optional
mounts offers better placement flexibility. 

6.5" Two-Way All-Purpose Loudspeaker

n 90˚x 90˚ Tractrix Horn tweeter for clean, clear highs
n Very high sensitivity and power handling
n Built-in 60-watt, 70V/100V multi-tap transformer with 8-ohm bypass
n Supplied with C-style mounting bracket and stainless steel hardware
n Paintable UV-resistant ABS enclosure with rustproof aluminum grille

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2004

S P E C I F I C A T I O N S

FREQUENCY RESPONSE1 69-20kHz ± 4dB

POWER HANDLING2 85W (19V)

MAX CONTINUOUS OUTPUT3 111dB

SENSITIVITY (2.83V/1M)4 95dB

HORIZONTAL COVERAGE 80° ± 40 1.4kHz-20kHz

VERTICAL COVERAGE 90° ± 30 1.4kHz-18kHz

DI 7 ± 2.5dB 1Hz-20kHz    

Q 5

NOMINAL IMPEDANCE 8 ohms (4.1ohm min @15kHz)
CROSSOVER 1.9kHz with 12dB/Octave high-pass

12dB/Octave low-pass
TRANSDUCERS One K-1182-A 6.5" woofer with IMG Cone 

One K-150-A 1" titanium diaphragm 
compression driver

ENCLOSURE TUNING Vented System via front firing ports

ENCLOSURE MATERIAL All-weather ABS plastic, paintable

INPUT CONNECTORS 4 position terminal strip
TRANSFORMER TAPS 70V: 60W, 30W, 15W, 7.5W, 3.75W

100V: 60W, 30W, 15W, 7.5W
Through Position: 8 ohms

HEIGHT 9.5" (24.13cm)

WIDTH 15.2" (38.56cm)

DEPTH 10.875" (27.62cm)

WEIGHT 13 lbs. (5.9kg)

1 3M, half space anechoic
2 AES standard, continuous pink noise 50Hz-10Hz, 6dB peaks
3 Calculated at IM at power handling power input
4 SPL at 1M, half-space anechoic with 2.83V input

Ruby2
Машинописный текст
$355



CA-800T
Perfect for foreground or background distributed
sound applications in indoor or outdoor residential,
commercial or recreational environments, the
new compact, full-range 70-volt CA-800T
loudspeaker was designed for those who know
better than to expect mediocre output.

Building on the success of our popular CA-8T
model, which has been used in a countless number
of high-profile installations all over the U.S., the CA-
800T version features enhanced cosmetics, added
mounting flexibility and even better performance.

For efficiency and reliability, the CA-800T has
been re-voiced and employs a high-power,
extended range low frequency driver. It features an
8-inch IMG cone woofer and 1-inch titanium dome
tweeter coupled to a square-mouth 90-degree by
90-degree Tractrix® Horn, which allows the
speaker to be mounted horizontally or vertically
without affecting the coverage pattern.

Available in black or white, this speaker has a
durable UV-resistant all-weather enclosure that
includes an internal multi-tap transformer with
expanded range and a switchable direct 8-ohm
bypass. The tap settings for the CA-800T at 70V are
60W, 30W, 15W, 7.5W and 3.7W. The added 3.7W
tap setting offers further placement flexibility. The
settings for 100V are 60W, 30W, 15W and 7.5W.   

The included heavy gauge zinc C-bracket provides
added mounting strength. It attaches to the
enclosure’s integral “center-of-gravity balanced”
threaded studs that are positioned inside the
speaker and to the oversized knobs, ensuring
positive position-lock. Connections are provided via
four-position barrier strips. This allows an installer
to use two connectors for inputs and two for pass-
throughs, making it easier to daisy chain. 

The CA-800T’s updated grille design stays securely
fastened and incorporates a new paint formulation
for increased weather resistance and years of
maintenance-free protection regardless of the
climate or environment. The speaker’s improved
input cup allows for easier drainage and the added
3/8”-16 threaded insert for use with optional
mounts offers better placement flexibility. 

8" Two-Way All-Purpose Loudspeaker

n Paintable UV-resistant ABS enclosure with rustproof aluminum grille
n Very high sensitivity and power handling
n Built-in 60-watt, 70V/100V multi-tap transformer with 8-ohm bypass
n 90˚x 90˚ Tractrix Horn tweeter for clean, clear highs
n Supplied with C-style mounting bracket and stainless steel hardware

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2004

S P E C I F I C A T I O N S

FREQUENCY RESPONSE1 64-17.5kHz ± 4dB

POWER HANDLING2 100W (21V)

MAX CONTINUOUS OUTPUT3 113dB

SENSITIVITY (2.83V/1M)4 96dB

HORIZONTAL COVERAGE 80° ± 40 1.2kHz-20kHz

VERTICAL COVERAGE 90° ± 30 1kHz-20kHz

DI 7 ± 2.5dB 700Hz-20kHz    

Q 5

NOMINAL IMPEDANCE 8 ohms (4.5 ohm min @167Hz)
CROSSOVER 1.9kHz with 12dB/Octave high-pass

12dB/Octave low-pass
TRANSDUCERS One K-1183-A 8" woofer with IMG Cone 

One K-150-A 1" titanium diaphragm 
compression driver

ENCLOSURE TUNING Vented System via front firing ports

ENCLOSURE MATERIAL All-weather ABS plastic, paintable

INPUT CONNECTORS 4 position terminal strip
TRANSFORMER TAPS 70V: 60W, 30W, 15W, 7.5W, 3.75W

100V: 60W, 30W, 15W, 7.5W, 3.75W
Through Position: 8 ohms

HEIGHT 11.125" (28.26cm)

WIDTH 16.375" (41.53cm)

DEPTH 12.31" (31.27cm)

WEIGHT 18 lbs. (8.16kg)
1 3M, half space anechoic
2 AES standard, continuous pink noise 50Hz-10Hz, 6dB peaks
3 Calculated at IM at power handling power input
4 SPL at 1M, half-space anechoic with 2.83V input
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CA-800TSW
8" All-Purpose Passive Subwoofer

n Built-in 60-watt, 70V/100V multi-tap transformer with 8-ohm bypass
n Very high sensitivity and power handling
n Paintable UV-resistant ABS enclosure with rustproof aluminum grille
n Supplied with C-style mounting bracket and stainless steel hardware

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2004

S P E C I F I C A T I O N S

FREQUENCY RESPONSE1 51-135kHz ± 4dB

-10dB 42Hz

POWER HANDLING2 150W (25V)

MAX CONTINUOUS OUTPUT3 111dB

SENSITIVITY (2.83V/1M)4 92dB

HORIZONTAL COVERAGE N/A

VERTICAL COVERAGE N/A

DI N/A  

Q N/A

NOMINAL IMPEDANCE 6 ohms (4 ohm min @92Hz)

CROSSOVER 12dB/Octave low-pass, 150Hz

TRANSDUCERS One K-1185-A 8” woofer with IMG cone

ENCLOSURE TUNING Vented System via front firing ports

ENCLOSURE MATERIAL All-weather ABS plastic, paintable

INPUT CONNECTORS 4 point terminal strip
TRANSFORMER TAPS 70V: 60W, 30W, 15W, 7.5W, 3.75W

100V: 60W, 30W, 15W, 7.5W, 3.75W
Through Position: 8 ohms

HEIGHT 11.12" (28.26cm)

WIDTH 16.375" (41.53cm)

DEPTH 12.31" (31.27cm)

WEIGHT 20 lbs. (9.07kg)
1 3M, half space anechoic
2 AES standard, continuous pink noise 50Hz-10Hz, 6dB peaks
3 Calculated at IM at power handling power input
4 SPL at 1M, half-space anechoic with 2.83V input

Put the finishing touches on any great commercial
sound system with the CA-800-TSW all-purpose,
indoor/outdoor subwoofer. This compact and
rugged passive subwoofer with an internal multi-tap
transformer nicely complements the Klipsch CA
Series and other small to medium-sized full-range
speaker installations by adding high-impact, robust
bass.

Building on the success of our popular CA-SW-8T
model, the new CA-800-TSW version features
enhanced cosmetics, added mounting flexibility and
even better performance.

The re-voiced CA-800-TSW shakes things up and
delivers a deep, driving sound through an 8-inch,
long excursion driver that has a high-temperature
voice coil attached to an IMG cone that is light
weight and offers excellent rigidity and water
resistance. 

Available in black or white, this model has a durable
UV-resistant all-weather enclosure and internal
multi-tap transformer that allows 70-volt, 100-volt
or pass through 6 ohm operation. It also features a
re-designed grille that stays securely fastened and
incorporates a new paint formulation for increased
weather resistance and years of maintenance-free
protection regardless of the climate or
environment.

The included heavy gauge zinc C-bracket provides
added mounting strength. It attaches to the
enclosure’s integral “center-of-gravity balanced”
threaded studs that are positioned inside the
speaker and to the oversized knobs, ensuring
positive position-lock. 

The CA-800-TSW’s improved input cup allows for
easier drainage and the added 3/8”-16 threaded
inserts for use with optional mounts offers better
placement flexibility. 
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The all-new IC-400-T packs proven  
materials and wide dispersion horn  
technology into an installer-friendly, 
UL-2043 and 1480 certified value-priced 
loudspeaker with an integrated back can 
and multi-tap transformer. IC-T Series 
speakers have been included in a num-
ber of major installations nationally, from 
Bloomingdale’s in New York City to the 
Ron Jon Surf Shop in Orlando.

The two-way IC-400-T features a 5-inch 
woofer, and 1-inch titanium diaphragm 
compression driver on a 2-inch round 
Tractrix® Horn for smooth response with 
constant directivity. A Tractrix port design 
helps to provide deeper, fuller bass with 
less compression and distortion. A new, 
more compact design simplifies low ceiling 
mounting.

For distributed line applications, the  
IC-400-T features a 70/100 volt multi-tap 
transformer. A single rotary switch for the 
8-ohm bypass and multi-tap setting is  
conveniently located under the speaker 
grille. The IC-400-T is shipped complete 
with a tile bridge for installation in a 
suspended ceiling or wherever additional 
reinforcement of the ceiling material is 
required.

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2008

In-Ceiling Loudspeaker

•  Wider, shorter design to fit low ceilings; multi-tap transformer

• 70-volt, 100-volt, or 8-ohm operation selectable via front 
  baffle switch

• Tractrix Port design for deep bass with less compression

• Tractrix® Horn tweeter for smooth sound

• Designed to mix and match with Klipsch CA-T speakers

IC-400-T

Frequency response 70-20k Hz +/- 4 dB

Power handling 50 watts (14.5V) cont.

Q 6.3

Sensitivity 86dB 2.83 V/1M

Nominal impedance 8 ohms, min 4.2 ohms when switch is 
 set to 8 ohm position

Transformer taps 70V: 15W, 7.5W, 3.8W, 1.9W
 100V: 15W, 7.5W, 3.8W

Maximum acoustic output 100 dB @ 1M

Coverage angle 80 degrees

Directivity index 8 dB

Transducers 5” woofer and 1” titanium diaphragm 
 compression driver on a 2” round
 Tractrix Horn

Enclosure tuning Vented via a Tractrix port

Input connections Terminal Strip

Thru hole width 9” diameter

Overall width 10.75” diameter

Overall depth 8.313”

Mounting depth 8”

Cutout dimensions 9.125” diameter

Weight 6.25 lbs.

Finishes Black and White

S p e c i f i c at i o n S
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The IC-525-T packs proven materials and 
wide dispersion horn technology into an 
installer-friendly, UL-2043 and 1480 certi-
fied loudspeaker with an integrated back 
can and multi-tap transformer. IC-T Series 
speakers have been included in a num-
ber of major installations nationally, from 
Bloomingdales in New York City to the 
Ron Jon Surf Shop in Orlando.

The two-way IC-525-T features a 
5.25-inch woofer, and a titanium dia-
phragm compression driver on a 3.5-inch 
round modified XT Tractrix® Horn for 
smooth response with constant directiv-
ity. A Tractrix port design helps to provide 
deeper, fuller bass with less compression 
and distortion, while a new, more 
compact design simplifies low ceiling 
mounting.

For distributed line applications, the  
IC-525-T features a 70/100 volt multi-tap 
transformer. A single rotary switch for the 
8-ohm bypass and multi-tap setting is  
conveniently located under the speaker 
grille. The IC-525-T is shipped complete 
with a tile bridge for installation in a 
suspended ceiling or wherever additional 
reinforcement of the ceiling material is 
required.

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2008

In-Ceiling Loudspeaker

•  Wider, shorter design to fit low ceilings; multi-tap transformer

• 70-volt, 100-volt, or 8-ohm operation selectable via front 
  baffle switch

• Tractrix Port design for deep bass with less compression

• Wide dispersion Tractrix® Horn tweeter with XT technology for  

 clear sound in any location

• Designed to mix and match with Klipsch CA-T speakers

IC-525-T

Frequency response 65-20k Hz +/- 4 dB

Power handling 65 watts (16.5V) cont.

Q 4.5

Sensitivity 89dB 2.83 V/1M

Nominal impedance 8 ohms, min 4.2 ohms when switch is 
 set to 8 ohm position

Transformer taps 70V: 30W, 15W, 7.5W, 3.8W
 100V: 30W, 15W, 7.5W

Maximum acoustic output 104 dB @ 1M

Coverage angle 105 degrees

Directivity index 6.5 dB

Transducers 5.25” woofer and 1” titanium   
 diaphragm compression driver on a 
 3.5” round XT modified Tractrix Horn

Enclosure tuning Vented via a Tractrix port

Input connections Terminal Strip

Thru hole width 9” diameter

Overall width 10.75” diameter

Overall depth 8.313”

Mounting depth 8”

Cutout dimensions 9.125” diameter

Weight 8.25 lbs.

Finishes Black and White

S p e c i f i c at i o n S
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The IC-650-T packs proven materials and 
wide dispersion horn technology into an 
installer-friendly, UL-2043 and 1480 certi-
fied loudspeaker with an integrated back 
can and multi-tap transformer. IC-T Series 
speakers have been included in a num-
ber of major installations nationally, from 
Bloomingdale’s in New York City to the 
Ron Jon Surf Shop in Orlando.

The two-way IC-650-T features a 6.5-inch 
woofer, and 1-inch titanium diaphragm 
compression driver on a 3.5-inch round 
modified XT Tractrix® Horn for smooth 
response with constant directivity. A 
Tractrix port design helps to provide 
deeper, fuller bass with less compression 
and distortion. A new, more compact 
design simplifies low ceiling mounting.

For distributed line applications, the  
IC-650-T features a 70/100 volt multi-tap 
transformer. A single rotary switch for the 
4-ohm bypass and multi-tap setting is con-
veniently located under the speaker grille. 
The IC-650-T is shipped complete with a 
tile bridge for installation in a suspended 
ceiling or wherever additional reinforce-
ment of the ceiling material is required.

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. ©2008

In-Ceiling Loudspeaker

•  Wider, shorter design to fit low ceilings; multi-tap transformer

• 70-volt, 100-volt, or 8-ohm operation selectable via front 
  baffle switch

• Tractrix® Port design for deep bass with less compression

• Wide dispersion Tractrix® Horn tweeter with XT technology for  

 clear sound in any location

• Designed to mix and match with Klipsch CA-T speakers

IC-650-T

Frequency response 50-20k Hz +/- 4 dB

Power handling 80 watts (18.8V) cont.

Sensitivity 90dB 2.83 V/1M

Nominal impedance 8 ohms, min 4.4 ohms when switch is 
 set to 8 ohm position

Transformer taps         70V: 60W, 30W, 15W, 7.5W
                                     100V: 60W, 30W, 15W

Maximum acoustic output 106 dB @ 1M

Coverage Angle 105 degrees

Transducers 6.5” woofer and 1” titanium    
 diaphragm compression driver on a 
 3.5” round XT modified Tractrix Horn

Enclosure tuning Vented via a Tractrix port

Input connections Terminal Strip

Thru hole width 10” diameter

Overall width 10.75” diameter

Overall depth 10.938”

Mounting depth 10.625”

Cutout dimensions 10.125” diameter

Weight 11.25 lbs.

Finishes Black and White

S p e c i f i c at i o n S
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IC-SW-8T2
Most distributed audio systems are plagued
with thin-sounding performances, but 
the new IC-SW-8T2 in-ceiling subwoofer
changes everything. Engineered for 
music reinforcement applications, these
unobtrusive, easy-to-install loudspeakers 
feature a transformer-less design for 70V/100V
distributed-line systems with two 
wattage settings. Since transformers severely
limit a subwoofer's capabilities, 
this unique design is the perfect solution when
building a great sounding 
commercial system.  

The IC-SW-8T2 adds more dimension to any
in-ceiling configuration by using an 
8-inch woofer, 8-inch drone, polypropylene
cones and high-temperature voice 
coils in the active driver. While most
subwoofers use a port to increase output, 
the IC-SW-8T2 employs a bandpass design
that utilizes a passive radiator. This 
eliminates a lot of the distortion and removes
turbulence that is often present in 
ported designs. Maximum continuous output
is a remarkable 111dB. And since 
AES rated sensitivity is 92dB, adequate levels
can be achieved with modest 
amplifier power using the IC-SW-8T2.  

Other key features of the IC-SW-8T2 include
the ability to easily switch from low 
impedance to high impedance distributed-line
applications as well as mono and 
two-channel inputs in low impedance modes.
This durable subwoofer has an ABS 
plastic baffle, formed steel back can and a four-
point terminal strip input 
connector and is UL 2043 and 1480 certified.
The IC-SW-8T2 is shipped complete 
with a tile bridge for installation in a suspended
ceiling or wherever additional 
reinforcement of the ceil ing material is
required. A mudring kit (part # 061347) is 
also available for drywall ceiling installations. 

Dual 8" In-Ceiling Passive Subwoofer

n High sensitivity and power handling
n  Extended, powerful bass
n  Very high output capability
n  Transformerless 70V/100V, with 2 wattage settings
n  Single-input 4-ohm or dual-input 8-ohm operation
n  ABS baffle with removable, paintable powder-coated aluminum grille
n  UL approval for 1480/2043

S P E C I F I C A T I O N S

BANDWIDTH1 50-130Hz ± 4dB

POWER HANDLING2 150W (27V) cont.

MAX CONTINUOUS OUTPUT3 111dB

SENSITIVITY4 92dB @ 2.83 volts/1meter

TRANSFORMER TAPS 70V: 60W, 30W

100V: 120W, 60W

NOMINAL IMPEDANCE 6 ohms, min 4.9 ohms, switch set to mono or 
stereo position

TRANSDUCERS One 8" woofer and One 8" drone

INPUT CONNECTORS Terminal Strip

ENCLOSURE TUNING Bandpass via an 8” Drone

OVERALL WIDTH 14.2" (36.07 cm) diameter 

THRU HOLE WIDTH 12.4" (31.50 cm) diameter

CUTOUT DIMENSIONS 12.5" (31.75 cm) diameter

MOUNTING DEPTH 13" (33.02 cm)

OVERALL DEPTH 13.25" (33.66 cm)

NET WEIGHT 23 lbs. (10.44kg)

SHIPPING WEIGHT 30 lbs. (13.62kg)

FINISH White

1 3M, half space anechoic
2 AES standard, continuous pink noise 50Hz-10Hz, 6dB peaks
3 Calculated at IM at power handling power input
4 Half space anechoic

www.klipsch.com
1-800-KLIPSCH

All specifications are subject to change without notice. 
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KPH-525 PENDANT HOUSING

© 2013 Klipsch Group, Inc.

A wholly-owned subsidiary of 
VOXX International Corporation

Designed exclusively to easily fit either the Klipsch 

IC-400-T or IC-525-T In-Ceiling 70/100 Volt Commercial 

speaker, the KPH-525 now brings the benefits of 

efficiency and sonic clarity of the Klipsch IC speaker 

series to an aesthetic, suspended pendant design 

perfect for distributed sound in higher-ceiling 

structures. 

PACKAGE CONTENTS                                                                                                                                         

One pendant housing                                                                                                                                      

One 9.5’ (2.5m) drop cable attached to three 

balance cables, each with S-hooks

One Fast Link cable joiner 

SPECIFICALLY DESIGNED FOR The Klipsch IC-400-T or 

Klipsch IC-525-T UL certified 70 Volt speakers with 

integrated backcans

ENCLOSURE

1mm Aluminum housing 

SUSPENSION/MOUNTING                                                                                                                                      

Three mounting points for balance cables that converge 

to a single point for drop cable; safety cable attachment 

(cable not included) on Klipsch IC speaker backcan.

PENDANT DIMENSIONS                                                                                                                                       

Diameter at base: 11.6” (29.5cm)                                                                                                                    

Flange diameter: 9.7” (24.6cm)                                                                                                                           

Height: 9.4” (23.9cm)

PENDANT NET WEIGHT

Approximately 1.25 lbs (.57kg) 

(without speaker/cables)

COLORS 

Black, White, Paintable

SHIPPING NOVEMBER 2013

klipsch.com/pro
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